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Clean pallets insure blocks of consistently uniform height. 
Bottoms of blocks are clean and smooth, with sharp edges. 


Blocks come off the pallets easier. No more sticking to encrusted 
pallets. 


Workmen handling pallets and loading the magazine have no excess 
weight to lift. 


Building contractors are assured a neat, even mortar line with uni- 
form blocks. 


Oiling of pallets, when desired, is no longer hampered by a coating 
of concrete. 


Concrete block manufacturers have long 
been plagued by the crust of concrete that 
constantly builds up on their pallets. Adhe- 
sions as thick as 3/9'' are not uncommon and 
due to their weight and lumpy irregularity 
cause plenty of trouble. Workmen have 
extra weight to handle and block made on 
these pallets have ragged bottoms and non- 
uniform heights. Heretofore the removal of 
this crust by various methods has been so 
costly and unsatisfactory that it became a 
burdensome item of overhead expense or 
was unduly neglected. 


MANUFACTURED BY 


Now, at last, a high-production Pallet Clean- _ 
ing Machine has been perfected and made 


available to the industry by Bergen Machine 
& Tool Co., Inc. Removal of the hard con- 
crete ‘'build-up'' becomes a matter of sec- 
onds instead of minutes as each rack full of 
pallets is brought to the machine directly 
after the blocks are removed. A workman 


simply takes off one pallet at a time and 


places it on the conveyor chain. The pallet 
comes off the machine at the other end per- 
fectly clean, in ONE PASS, ready for place- 
ment on an empty rack or skid for transport- 
ing to the magazine of the block machine. 


One important feature, not overlooked in 


designing the Bergen Pallet Cleaning Ma- . 


chine, is the removal of dust. Without some 
facility for removing the great amount of 
dust created while cleaning pallets, it would 
be difficult to keep a man at the machine. 
Therefore, every machine comes equipped 
with a powerful dust removal system which 
carries practically all dust away from the 
machine and working area. 


BERGEN MACHINE & TOOL CO., INC. 


NUTLEY, N. J. 


THE CLEANING MECHANISM 


Three shafts revolve on ball-bearing pillow 
blocks, the first shaft carrying a set of ham- 
mers. On each of the other 2 shafts are 
mounted 4 sets of flanges, each of which is 
drilled to accommodate 6 star-holding 
shafts. 19 pack-hardened steel cleaning stars 
are carried on each star-holding shaft and 
are punched with holes considerably larger 
than the shafts on which they are mounted. 
In operation, the chain presents the pallet to 
the hammers which flex the pallet sufficiently 
to remove much of the build-up. The pallet 
then passes under the 2 cleaning shafts. 
When rotating, the stars on these shafts are 
thrown outward by centrifugal force and in 
this extended position they strike the pallets. 
The force of the impact is so great over the 
very narrow section of pallet under each star 
that all remaining concrete adhesions are 
rapidly and completely removed. 


The cleaning stars and shafts on which they 
are mounted are easily and quickly re- 
placeable. 


The frame work is constructed of All electrical wiring and connections 
welded, extra-heavy angle iron tor are complete on each machine. Only 
maximum strength and rigidity. tapping into power line is required. 

. Two motors, five horse-power and ten 
horse-power are supplied for opera- Adjustable belt take-up. 


ting the machine. 
7 Adjustable take-up to compensate for 


Hi-Ratio speed reducer for chain wear on cleaning stars. 


conveyor. 

#100 chain, mounted with pallet-mov- ’. The entire machine can be picked up 
ing lug links, each with a hard, silver- and moved by a fork-type lift truck 
soldered insert to reduce wear. without danger of damage. 


Designed for pallets measuring 1|8!/, 


by 26 inches, but will clean any size. » At normal operating speed, machine 


Necessary parts to accommodate pal- will clean an 18!/y x 26" pallet in 2 
lets other than 18!/5 x 26 inches are seconds or a 12 x 18" pallet in six 
available. - seconds. 
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